
Technical data - XPECTION LITE

Camera
Imager type CMOS (w/ image stabilization, low-light capability)

Angle of view 124 deg (diagonal)

Resolution 1080p and 1400p (switchable)

Video format MP4

Connections Wi-Fi, USB tether

Wireless compliance FA-RL 2014/53/EU

Illumination 12 LEDs, ~1000 lumens cumulative

Material Stainless, aluminum, polypropylene

Weight 1.13 kg

Dimensions (dia. x length) 76 x 186 mm

Environmental / submersion ratings IP67 / 6.1 m

Battery type / life / charge time Lithium ion / ~8 hr / ~8 hr

Location 512 Hz

Sled
Dimensions (dia. x length) 150 mm dia. x 320 mm

Material Stainless

Weight 1.8 kg

Hose connection 1” NPTF

App
Software compatibility • Android 4.1 and higher - needs ARM v7 CPU or newer

• Windows 7 or newer (ABSOLUTELY NO Windows RT or Windows 
Phone, NO ARM CPUs)

• iOS 9, only iPad air 2 or newer, and requires iOS 9.0.0 and higher

Tablet compatibility • Samsung Galaxy Tab S (preferred for its daylight-visible LED display, 
high resolution and wireless performance)

• Windows Surface
• iPad air 2 or newer

XPECTION LITE Self-leveling nozzle Ø 200 mm - 400 mm
XPECTION LITE is the quick and easy way to see what you are cleaning. This wireless HD video nozzle is affordable enough to install on every 
cleaning truck, yet has the power to rapidly capture valuable footage  of pipe condition to review it seconds later on a tablet.

• Quick-change sleds
• Wireless charging
• Multi-diameter
• Streaming video
• Tablet interface
• Cloud-enabled


